Current Tools

FOR THE PROFESSIONAL ELECTRICIAN

Model 595 Heavy Duty Conduit Cart

Align to stack

. A CAUTION * Do not stack when loaded
_CAPACITY' Onlv roll on a firm * Do not exceed two high
Maximum 4000 Ibs. yr irm, when stacked
flat, smooth surface.

INSTRUCTION SHEET AND PARTS LIST

PARTS LIST — 507 CONDUIT CART

ITEM# PART# @ QTY DESCRIPTION ITEM# | PART# QTY DESCRIPTION
1 595-101 1 FRAME 5 506-3 = 16 | WASHER-FLAT 3/8 (USS) ZINC
2 252-006 @ 2 8" RIGID CASTER 6 | 45297 | 16 WASHER-LOZ(IIECMEDIUM
3 252-007 = 2 | 8 SWIVEL CASTER W/ SIDE LOCK 3/8
4 524-11 16 | 3/8-16 X 1.0" HEX HEAD SCREW 7 | 45228 16 NUT-HEX ZINC (3/8-16)

This manual is free of charge. All personnel who operate the Conduit

Read a_nd understan(_i this matgrial before Cart should have a copy of this manual and read and understand its
operating the Conduit Cart. Failure to contents. To request a copy, call or write to the address below. All

understand how to safely operate this Conduit information, specifications and product designs may change due to
Cart may result in injury or property damage. design improvements or updates and are subject to change without
notice. Current Tools does not assume any liability for damages
resulting from misuse or incorrect application of its products.
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